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FI RE EXTI NGUI SHERS AND CABI NETS
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NOTE: This guide specification covers the
requirenents for fire extinguishers, cabinets and
mai | boxes that are located on the interior of
facilities. This guide specification is to be used
in the preparation of project specifications.
Contact the Louisville District with revisions that
are needed to this specification.

RST-10522 is a Louisville District Arny Reserve
Support Team (RST) gui de specification
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PART 1 GENERAL

1.1 REFERENCES
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NOTE: |ssue (date) of references included in

proj ect specifications need not be nore current than
provided by the | atest change (Notice) to this guide
speci fication.
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The publications listed below forma part of this specification to the
extent referenced. The publications are referred to in the text by basic
desi gnation only.

AMERI CAN NATI ONAL STANDARDS | NSTI TUTE ( ANSI)

ANSI / NFPA 10 Portabl e Fire Extinguishers.
ANSI /UL 92 Fire Extingui sher and Booster Hose.
ANSI /UL 711 Rating and Fire Testing of Fire

Exti ngui shers
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UNDERWRI TERS LABCRATORI ES (UL)

UL 8 Foam Fire Extingui shers.

UL 154 Car bon Di oxi de Fire Extinguishers.

UL 299 Dry Chemical Fire Extinguishers.

UL 626 2 1/2 Gallon Stored Pressure, Water Type
Fire Extinguishers.

UL 1093 Hal ogenat ed Agent Fire Extinguishers.

2 SUBM TTALS
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NOTE: Subnmittals nust be limted to those necessary
for adequate quality control. The inportance of an
itemin the project should be one of the prinary
factors in determning if a submittal for the item
shoul d be required.

I ndicate submittal classification in the blank space
followi ng the nane of the itemrequiring the
submittal by using "G' when the submittal requires

Governnent approval. Subnittals not classified as
"G'" will show on the submittal register as
"Information Only". For subnmittals requiring

CGover nnent approval, a code of up to three
characters should be used following the "G'
designation to indicate the approving authority;
codes of "RE" for Resident Engineer approval, "ED'
for Engi neering approval, and "AE" for
Archi t ect - Engi neer approval are recomended.
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CGovernment approval is required for submttals with a "G' designation;
submittals not having a "G' designation are for infornmation only. Wen
used, a designation following the "G' designation identifies the office
that will review the submittal for the Governnent. The follow ng shall be
subm tted in accordance with Section 01330 SUBM TTAL PROCEDURES:
SD- 02 Shop Drawi ngs
Shop Drawi ngs; FIO

I ndi cat e cabi net physical dinensions, rough-in neasurenents for
recessed cabi nets, and | ocation.

SD- 03 Product Data

Fire Extingui sher Cabinet Product Data; FIO
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Provi de cabi net and extingui sher operational features, color and
finish, and anchorage details.
Mai nt enance Data.; FIO

Include test, refill or recharge schedul es and re-certification
requirenents.
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NOTE: Vendor information that forns part of this
gui de specification is permssible to use as long as
the salient features provide for "or equal" product
equi val ents are specified. Submttal clauses nust
be nodified to nake known that specific vendor
information is being specified. |If the Contractor
chooses to provide the specified vendor's product,
the submittal for that itemis considered a For
Information Only submittal. |If the Contractor uses
a different "or equal” item then it will be

eval uat ed against the salient features. Hence, it
is considered for Governnent Approval (G.
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3

Accept abl e Manufacturer Products; FIO

Manuf acturers products listed in this specification are referenced
to establish a standard of quality. Wen the specific product
listed is submtted by the Contractor, that submittal will be
considered For Information Only. Wen an equal to that naned in
this specification is submtted, it shall be for Governnent
Approval (Q. The followi ng manufacturer products are
specifically nentioned in this specification

Fire Extingui sher Cabinets (FEC

FEC. J. L. Industries; FIO
4450 W 78th St. Circle

Bl oonmi ngton, MN 55435,
952- 835- 6850

FEC. Larsen's Manufacturing Conpany; FIO
7421 Commerce Lane N E

M nneapolis, MW

800- 527- 7367

FEC. Potl er-Roener; FIO
16833 Edwards Rd.,
Cerritos, CA 90701-2417
310- 404- 3753

FEC. Manuf. Product submitted as an "or equal"; G[__].

COORDI NATI ON
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Fire extingusi hers shall also be provided. Fire extinguisher shall be 9.46
liter size mninmumand shall nmeet NFPA 10 requirenents. Coordi nate size of
cabi net and extingui sher. Coordinate installation of fire extinguishers
prior to contract conpletion. Coordinate the exact |ocation of cabinet with
ot her worKk.

1.4  QUALI TY ASSURANCE
Provide units conformng with ANSI/UL 711.

1.5 REGULATORY REQUI REMENTS
Conformto ANSI/NFPA 10 for requirenents for extinguishers.

1.6 ENVI RONMVENTAL REQUI REMENTS

Do not install extinguishers when anbient tenperature may cause freezing of
ext i ngui sher ingredients.

PART 2 PRODUCTS
2.1 CABI NETS

Desi gner to determ ne type of extinguisher, depth required and sel ection of
trim

2.1.1 Fire Extingui sher
Trim ess recessed or sem -recessed steel cabinet with baked enamel finish.
Steel door shall be red baked solid type, 30 gage with white silk screened
words: "Fire Extinguisher" arranged vertically. Cabinet shall be sized to
accommpdate a 9.46 liter, pressurized water-type fire extingui sher

2.1.1.1 Cabi net nounting hardwar e:
Shal | be as standard with the manufacturer

2.2  ACCESSCRI ES
Exti ngui sher Brackets: Forned steel, white enanel finish.
Cabi net Signage: Fire Extinguisher

2.3 FABRI CATI ON

Form cabi net enclosure with right angle inside corners and seans. Form
perimeter trimand door stiles.

Pre-drill for anchors.

Hi nge doors for 180 degree opening with continuous piano hinge. Provide
nylon roller type catch

weld, fill, and grind conponents snooth

SECTI ON 10522R Page 5



ARMYMDS

2.4 FI NI SHES
Cabi net Exterior Trimand Door: Baked enanel, color as indicated.

Cabi net Interior: Baked enanel.

PART 3 EXECUTI ON
3.1 EXAM NATI ON

Verify rough openings for cabinet are correctly sized and | ocated.
3.2 | NSTALLATI ON

Install in accordance with manufacturer's instructions and draw ngs.

Install cabinets plunmb and | evel in wall openings, |ocated fromfinished
fl oor as indicated.

Secure rigidly in place.
Posi tion cabi net signage on door to cabinets.

-- End of Section --
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